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We continue to be committed to provide you tools with competitive price.
"Save Half", "Half Price" or any other similar expressions used by us only represents an

estimate of savings you might benefit from buying certain tools with us compared to the major
top brands and does not necessarily mean to cover all categories of tools offered by us. You

are kindly reminded to verify carefully when you are placing an order with us if you are
actually saving half in comparison with the top major brands.

https://www.vevor.com/support
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WBS001 / WBS002 / WBS003

Have product questions? Need technical support? Please feel free to
contact us:

Technical Support and E-Warranty Certificate
www.vevor.com/support

NEED HELP? CONTACT US!

This is the original instruction, please read all manual instructions
carefully before operating. VEVOR reserves a clear interpretation of our
user manual. The appearance of the product shall be subject to the
product you received. Please forgive us that we won't inform you again if
there are any technology or software updates on our product.

3-POINT CATEGORY
1 IMPLEMENTS
ACCESSORIES
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SAFETY INSTRUCTIONS

WARNING:
1.Read this material before using this product. Failure to do so can result in
serious injury.
2. Do not exceed the working range of the trailer frame.
3. After use, please dry before storage to avoid product rusting.
4. Procedures not specifically explained in this manual must be performed
only by a qualified technician.

To prevent serious injury from tool failure, do not use it when it is
damaged:

1) Please check the overall condition of the product before each use.
Is the screw thread damaged?
Is the weld cracked?
Are there gaps in all parts?

Before each use, check whether the Trailer frame works properly before
actual use. If the Trailer frame doesn’t work properly, please follow the
inspection instructions to see if the problem occurs.

2) To prevent serious injury, be careful when troubleshooting the faulty
Trailer frame, and solve all problems before use. If the solution provided in
the troubleshooting guide cannot solve the problem, please ask qualified
technicians to check the Trailer frame before use.

3) Make sure that the Trailer frame is safe enough to continue to use it.
Wish that the pallet fork could bring you convenience at work.

CAUTION:
Carefully read instructions and procedures for safe operations.

Save This Manual
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MODEL AND PARAMETERS

WBS001 WBS002 WBS003

Material Carbon Steel Carbon Steel Carbon Steel

Surface Treatment
black powder-coat

finish

black powder-coat

finish

black powder-coat

finish

Working Capacity 400lbs 500lbs 600lbs

Trailer frame dimensions 21*19in 25*19in 25*24in

Pin dimensions
ø19*125mm

Grade 4.8

ø19*125mm

Grade 4.8

ø19*125mm

Grade 4.8

Screw pin dimensions
M22*135mm

Grade 4.8

M22*135mm

Grade 4.8

M22*135mm

Grade 4.8

Trailer ball size / / 1-7/8in

Model
SPEC.
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COMPONENTS

Model Description

WBS001

WBS002

WBS003

Screw pin*2

Spacer*2 Type O pin*2

Type B pin

Pin

Screw pin*2

Spacer*2 Type O pin*2

Type B pin*2

Pin

Screw pin*2

Spacer*2 Type O pin*2

Type B pin

Pin

Pin

Trailer bar
Trailer ball

Nut

Spacer
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ASSEMBLY

Imported to USA: Sanven Technology Ltd.

Address: Suite 250, 9166 Anaheim Place, Rancho Cucamonga, CA 91730
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