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MODEL:JH-P001

NOTE: Please refer to your purchase for the color.

This is the original instruction, please read all manual instructions carefully
before operating. VEVOR reserves a clear interpretation of our user
manual. The appearance of the product shall be subject to the product you
received. Please forgive us that we won't inform you again if there are any
technology or software updates on our product.

KAYAK TRAILER
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SAFE INSTRUCTIONS

WARNING: Read this material before using this product. Failure to do
so can result in serious injury.
Assembly precautions
1. Assemble only according to these instructions. Improper assembly can
create hazards.
2. Wear work gloves during assembly.
3. Keep assembly area clean and well lit.
4. Do not assemble when tired or when under the influence of alcohol,
drugs or medication.
5. Weight capacity and other product capabilities apply to properly and
completely assembled product only.
6. Assemble on a flat, level, hard and smooth surface capable of safely
supporting a full kayak.

Use precautions
TO PREVENT SERIOUS INJURYAND DEATH FROM TIPPING:
1. DO NOT SIT, STAND OR CLIMB ON THIS ITEM.
2. This product is not a toy. Do not allow children to play with or near this
item.
3. Do not lift while loaded.
4. Use as intended only.
5. Inspect before every use; do not use if parts are loose or damaged.
6. Do not pull a Kayak Trailer with any motor vehicle.
7. Do not transport people in Kayak Trailer.
8. Do not exceed the load capacity, otherwise it could cause a component
failure or severe injury.
9. Do not leave the kayak on the cart when not transporting it. Long-term
storage will cause the wheels to lose their shape.

SAVE THIS MANUAL
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PRODUCT INTRODUCTION

JH-P001

Maximum Load Capacity 300lbs

Material Nylon + TPR

Wheels 10inch

PRODUCT DIAGRAM

Crossbeam x2 Wheels x2 Hull Pad x2 Ratchet Strap x1

Kickstand x1

ModelSPEC
.
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INSTALLATION AND USE

Step1:
Put the kickstand through the hole in the crossbeam axle.

Fit the kickstand into the crossbeam well.

NOTE: Make sure kickstand fit in correct direction.
If you want you can adjust the kickstand by loosening the nut and adjusting
the kickstand whichever angle you like
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Step2: Connect the two crossbeams together.

Step3: Fit one hull pad on the crossbeam.
NOTE: Make sure the hull pad is vertical when push toward to the
crossbeam.

Step4:Adjust hull pad to V shape after the pad fits into the crossbeam.

Re-peat above step and fit another
hull pad on the crossbeam.
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Step5:Fit on the wheels and lock the pins.
PLEASE NOTE- You will need to hear a clicking sound when you push the
pins to lock; if you did not lock them correctly, and the wheels will fall off
when the cart is in use.

The use of Ratchet Strap:
Suggestion: The best way to get acquainted with how the Ratchet Strap
operates is to carry out a few test runs before you actually use it.

The strap passes through this
hole.
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Tighten:

Release:

Through the tensioning device shaft.

Through the tensioning device center.

Pull back and forth to bind.

Pull the safety sheet outward and
enter the slot, then pull out the
strap forcefully.

Slot

Pull the sheet outward
and get out of the slot.

Get out of the slot.

Enter the slot.
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Use:
1. Put the trolley near the middle of your kayak and have the trolley sit at good
angle with kayak Make the kickstand in the same direction as the kayak stern.

2. Adjust the trolley pad angle to fit your kayak hull shape Lift the stern of
kayak and move to the trolley pad.

NOTE: Make sure the kayak hull sits on trolley pad well.

Kickstand
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Make sure the trolley kickstand is in opposite direction of pulling.

MAINTENANCE

1. Before use, please make sure that the Kayak Trailer is installed firmly.
2. Before use, make sure the kayak is securely secured.
3. No one shall be in a kayak while the kayak is being transported on a
kayak trailer
4. Kayak trailers are suitable for manual traction only, do not pull a Kayak
Trailer with any motor vehicle.
5. After each use, remove sand and dirt from the kayak trailer and rinse it
off with water. Store in a dry, cool place to maintain its condition and
prolong its lifespan.
6. Disassemble and fold the kayak trailer for storage when not in use.
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Manufacturer: Shanghaimuxinmuyeyouxiangongsi
Address: Shuangchenglu 803nong11hao1602A-1609shi, baoshanqu,
shanghai 200000 CN.
Imported to AUS: SIHAO PTY LTD. 1 ROKEVA STREETEASTWOOD NSW
2122 Australia
Imported to USA: Sanven Technology Ltd. Suite 250, 9166 Anaheim Place,
Rancho Cucamonga, CA 91730

REPEC
E-CrossStu GmbH
Mainzer Landstr.69, 60329 Frankfurt am Main.

REPUK
YH CONSULTING LIMITED.
C/O YH Consulting Limited Office 147, Centurion House,
London Road, Staines-upon-Thames, Surrey, TW18 4AX








































































































