






TaketheaccessoryBandassembletwogroupsasshowninthe 
figure.

base vertical bar

Plastic ring 
connector

crossbar

90°connector curtain

rope ground spike
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Connect the fitting C with the tube 
instep1B，and insert  the fittingC 
into the tubeB.Repeattheabove.
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Take the accessory e and 
assemble the   accessory e to 
step2,asshownin the figure.
Repeattheabove.
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Take the fitting D and assemble it as shown in the figure.

Take the two cross bars d from step 4 and thread them into the 
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black sleeve of the curtain.
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Connect the D tube with the curtain on to the upper plastic
 part [in step3,and the other D tube to the lower plastic 
part C in step3,as shown in the figure.



Take the fitting A and assemble it to the bottom of the pipe B.

Paste the hook and loop on the curtain in sequence,adjust the 
position of the plastic part C,and tighten the screws on the 
plastic part C to complete the installation after ensuring that the
 curtain picture is in the beststate. 
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After adjusting the best position 
of plastic part C up and down,
tighten the screws.
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Shuangchenglu 803nong11hao1602A-1609shi, baoshanqu, shanghai 200000 CN.

E-CrossStu GmbH. 
Mainzer Landstr.69, 60329 Frankfurt am Main.

YH CONSULTING LIMITED. 
C/O YH Consulting Limited Office 147, Centurion House, London Road, 
Staines-upon-Thames, Surrey, TW18 4AX
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S/N:250620 4500 32 
S/N:250620 4500 33
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