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MODEL:SS-201QG

This is the original instruction, please read all manual instructions
carefully before operating. VEVOR reserves a clear interpretation of our
user manual. The appearance of the product shall be subject to the
product you received. Please forgive us that we won't inform you again if
there are any technology or software updates on our product.

RIFLE GUN SAFES
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Warning-To reduce the risk of injury, user must read
instructions manual carefully.

Compliance is a CE security certification.

This device complies with Part 15 of the FCC Rules. Operation is
subject to the following two conditions:(1)This device may not cause
harmful interference, and (2)this device must accept any interference
received, including interference that may cause undesired operation.

This product is subject to the provision of European Directive
2012/19/EC. The symbol showing a wheelie bin crossed through
indicates that the product requires separate refuse collection in the
European Union. This applies to the product and all accessories
marked with this symbol. Products marked as such may not be
discarded with normal domestic waste, but must be taken to a
collection point for recycling electrical and electronic devices

SAFETY INSTRUCTIONS

WARNING:
Read this material before using this product. Failure to do so may
result in serious injury.

Assembly precautions
1. Assemble only according to these instructions. Improper assembly

may create hazards.
2. Wear ANSI-approved safety goggles and heavy-duty work gloves

during assembly.
3. Keep the assembly area clean and well-lit.
4. Keep bystanders out of the area during assembly.
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5. Do not assemble if tired or when under the influence of alcohol, drugs
or medication.

6. The product capabilities apply to properly and completely assembled
products only.

7. Assemble on a flat, level, hard and smooth surface capable of safely
supporting the Rifle Gun Safes.

8. If possible, you can use power tools to make assembly easier.
9. For additional information regarding the parts listed in the following

pages, please refer to the Assembly Diagram of this manual. Unwrap
and separate all parts in a clean work area.

Use precautions
1. Use only on a flat, level, hard, and smooth surface that can safely

support a fully loaded Rifle Gun Safes.
2. Use as intended only.

SAVE THIS MANUAL
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INSTRUCTIONS



5

PARTS LIST
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ASSEMBLY STEP

Connect the side panel and back panel with self tapping
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Connect the right side panel with self tapping thread
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Install and view the face
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Mounting plate
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Install the top plate
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Install partition
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Install magnetic gun stock
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-

Install door panel
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Q×6
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WARNING

1. Danger of Tipping Over
 A child or adult can tip the safe and be killed or seriously injured.
 Serious injury may occur to children and adults if the safe is not

secured before installation.
 Children should not play with or around the safe at any time.
2. Please Do Not Put the Emergency Key, the External Power Box In

The Safe BOX.

SYSTEM POWER-ON

In the initial state, any fingerprint can unlock the safe. The initial
administrator password is 123456, and the user password is empty.

ADDING FINGERPRINTS

1. Registering a Fingerprint
 After opening the safe, short-press the green button inside the safe

(fingerprint login button). After hearing two short "di-di" beeps, the
setting light turns on. Collect the fingerprint 4 times at the scanner
position.

 Then, hear a short "di" beep followed by a long "di" beep, indicating
successful fingerprint registration. (If three short "di-di-di" beeps sound,
registration fails.)

 Use this method to register other fingerprints. Up to 30 fingerprints can
be registered (can be increased according to user needs).

2. Registering the Administrator Password
 After opening the safe, touch to wake up the touchscreen. Press "00",

then press the green button inside the safe (code switch). Enter the
new password and end with the "#" key. The password length is 3-12
digits.

3. Registering the Ordinary User Password
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 After opening the safe, touch to wake up the touchscreen. Press "11",
then press the green button inside the safe (code switch). Enter the
new password and end with the "#" key. The password length is 3-12
digits.

DELETING FINGERPRINTS AND PASSWORDS
In standby mode, press and hold the green button inside the safe
(fingerprint deletion button) for about 5 seconds. When you hear a long "di"
beep, it means all fingerprints and passwords have been deleted
successfully, and the factory settings are restored. Any fingerprint can
unlock the safe.

UNLOCKING WITH FINGERPRINT
1. Verify with a registered fingerprint. Place the finger on the fingerprint

module.
2. If the identification is successful, a long "di" beep will sound, the

electromagnet attracts, and the panel displays the unlocked state.
3. If the identification is unsuccessful, a "ding-ling-ling-ling" mismatch

sound will be heard, and the panel displays the locked state.

UNLOCKING WITH PASSWORD
1. Touch to wake up the touchscreen and enter the 3-12-digit user-set

password.
2. If the identification is successful, a long "di" beep will sound, the

electromagnet attracts, and the panel displays the unlocked state.
3. If the identification is unsuccessful, a "ding-ling-ling-ling" mismatch

sound will be heard, and the panel displays the locked state.

ALARM OPERATIONS
1. In sleep mode, touch to wake up the touchscreen and press the "*" key.

When you hear a "di" beep and the numeric key lights turn off, it
means the alarm state is activated. The safe will alarm when vibrated.

2. After an alarm, enter the correct fingerprint or password. The
electromagnet will attract for 5 seconds, and the alarm state will
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automatically cancel. If the correct fingerprint is not entered, the alarm
will stop automatically after 30 seconds, but the alarm state will not
cancel.

3. Entering the wrong fingerprint or password more than 3 (5) times will
trigger a 30-second alarm.

SOUND ON/OFF
Touch to wake up the touchscreen and enter "11#" to turn all sounds on or
off.

LOW VOLTAGE REMINDER
1. The system uses four 1.5V alkaline batteries. If the voltage is

insufficient, the buzzer will emit "di, di, di" twice after opening the door,
reminding users to replace the batteries.

2. In case of insufficient battery voltage, use an emergency power supply
or mechanical emergency key to open the door.

MOUNTING INSTRUCTIONS
 The safe can be installed on the wall.
 Drill the appropriate size holes for the anchors you are using.
 Mount the safe by running screws from the safe inside and securing to

anchors.
 Ensure the safe is mounted securely on the wall.

IMPORTANT TIPS
To improve fingerprint recognition accuracy, users can refer to the
following suggestions:
 Register 2-3 fingerprints per user.
 Women and children are advised to register thumbs and middle

fingers.
 Apply even pressure when pressing the finger—neither too heavy nor

too light; a light press is recommended.
 Register fingerprints from multiple angles during registration.
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 Use high-quality, high-performance alkaline batteries. Do not use
inferior, counterfeit, or any carbon-zinc batteries.

TECHNICAL PARAMETERS

Manufacturer: Shanghaimuxinmuyeyouxiangongsi
Address: Shuangchenglu 803nong11hao1602A-1609shi, baoshanqu,
shanghai 200000 CN.
Imported to AUS: SIHAO PTY LTD. 1 ROKEVA STREETEASTWOOD
NSW 2122 Australia
Imported to USA: Sanven Technology Ltd. Suite 250, 9166 Anaheim
Place, Rancho Cucamonga, CA 91730

Model SS-201QG

Working Voltage Range 4.2-7Vdc

Working Power 4 AA (1.5V) Alkaline Batteries

Product Size 400*450*1400mm

Net Weight 29.6kg

REPEC
E-CrossStu GmbH
Mainzer Landstr.69, 60329 Frankfurt am Main.

REPUK
YH CONSULTING LIMITED.
C/O YH Consulting Limited Office 147, Centurion
House, London Road, Staines-upon-Thames, Surrey,
TW18 4AX
































































